HEAVY DUTY PUMPS
A Delaware Company
HEAVY DUTY SUBMERSIBLE DEWATERING PUMPS
FOR CONSTRUCTION, MINING AND INDUSTRY
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HEAVY DUTY PUMPS

A Delaware Company




Model Number Nomenclature

SD 85 HU -3 - 4”
TD 120 HV - 4 - 6”

Product Type
SD = Side Discharge
TD = Top Discharge

Maximum Head

Impeller Type
HV = High Volume
MH = Medium Head
HH = High Head

Voltage / Phase

1 =115V single phase
2 = 230V single phase
3 = 230V three phase
4 = 460V three phase
5 = 200V /208V three phase
6 = 575V/B00V three phase

Discharge Size
3
4
6"
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SD65HV 6.0 HP
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Rated HP 6.0 hp / 4.5 kW
RPM 3600
Rated Amperage at 230V - 1ph* 25.0A
230V - 3ph 19.0 A
460V - 3ph 8.5 A
578V - 3ph 6.8 A
Standard Discharge 4” male N.PT.
option 3" male N.PT.
option 4” Victaulic
option 3” Victaulic
Weight (less cable) 130 Ibs (59 kg)

*with custom control panel



SD115HH 6.0 HP
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Rated HP 6.0 hp / 4.5 kW
RPM 3600
Rated Amperage at 230V - 1ph* 25.0A
230V - 3ph 19.0A
460V - 3ph 8.5A
575V - 3ph 6.8 A
Standard Discharge 3" male N.PT.
option 4" male N.PT.
option 3” Victaulic
option 4” Victaulic
Weight (less cable) 130 Ibs (59 kg)

*with custom contro! pane!
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SD85HV 8.2 HP
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230V - 3ph 21.0A
460V - 3ph 10.5A
575V - 3ph 8.2 A
1000V - 3ph 4.5 A
4” male N.PT.
option 3” male N.PT.
option 4” Victaulic
option 3” Victaulic

130 Ibs (59 kg)



SD160HH 8.2 HP
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[I/s] Q[US gpm] 4" 16.75" (425.5 mm)
Rated HP 8.2 hp / 6.0 kW
RPM 3600
Rated Amperage at 230V - 3ph 21.0A
460V - 3ph 10.5 A
578V - 3ph 8.2 A
1000V - 3ph 4.5 A
Standard Discharge 3” male N.PT.
option 4” male N.PT.
option 3” Victaulic
option 4” \ictaulic
Weight (less cable) 130 Ibs (59 kg)
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SD100HV 10.0 HP
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Rated HP 10.0 hp / 7.5 kW
RPM 3600
Rated Amperage at 230V - 3ph 28.0A
460V - 3ph 14.0 A
575V - 3ph 8.2 A
Standard Discharge 4” male N.PT.
option 3” male N.PT.
option 4” Victaulic
option 3” Victaulic
Weight (less cable) 138 Ibs (63 kg)



SD180HH 10.0 HP
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[lys] Q[US gpm] 4" 16.75" (425.5 mm)
Rated HP 10.0 hp / 7.5 kW
RPM 3600
Rated Amperage at 230V - 3ph 28.0 A
460V - 3ph 14.0 A
575V - 3ph 8.2A
Standard Discharge 3” male N.PT.
option 4” male N.PT.
option 3” Victaulic
option 4” Victaulic
Weight (less cable) 138 Ibs (63 kg])

APEXHDP.COM



SD120HV 13.0 HP
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Rated HP 13.0hp / 9.7 kW
RPM 3600
Rated Amperage at 230V - 3ph 32.0A
460V - 3ph 16.0 A
575V - 3ph 13.0A
1000V - 3ph 7.5A
Standard Discharge 6” male N.PT.
option 4” male N.PT.
option 6" Victaulic
option 4” \ictaulic
Weight (less cable) 198 Ibs (90 kg)



SD210MH 13.0 HP
SD250HH 13.0 HP
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Rated HP 13.0hp / 9.7 kW
RPM 3600
Rated Amperage at 230V - 3ph 32.0A
460V - 3ph 16.0 A
575V - 3ph 13.0A
1000V - 3ph 7.5A
Standard Discharge 4” male N.PT.
option 6" male N.PT.
option 4” Victaulic
option 6” Victaulic
Weight (less cable) 198 Ibs (90 kg)
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SD140HV 19.0 HP
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Rated HP 18.0 hp / 14.2 kW
RPM 3600
Rated Amperage at 230V - 3ph 46.0 A
460V - 3ph 23.0A
575V - 3ph 18.0 A
1000V - 3ph 10.6 A
Standard Discharge 6” male N.PT.
option 4” male N.PT.
option 6" Victaulic
option 4" Victaulic
Weight (less cable) 205 Ibs (93 kg)



SD335HH 19.0 HP
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Rated HP 19.0 hp / 14.2 kKW
RPM 3600
Rated Amperage at 230V - 3ph 46.0 A
460V - 3ph 23.0A
575V - 3ph 18.0 A
1000V - 3ph 10.6 A
Standard Discharge 4” male N.PT.
option 6” male N.PT.
option 4” Victaulic
option B” Victaulic
Weight (less cable) 205 Ibs (93 kg)
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SD150HV 30.0 HP
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Rated HP 30.0 hp / 22.4 kW
RPM 3600
Rated Amperage at 230V - 3ph 67.0A
460V - 3ph 34.0A
575V - 3ph 27.0A
1000V - 3ph 15.6 A
Standard Discharge 6” male N.PT.
option 4” male N.PT.
option 6" Victaulic
option 4” \ictaulic
Weight (less cable) 375 Ibs (170 kg)



SD240HH 30.0 HP
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Rated HP 30.0 hp / 22.4 kW
RPM 3600
Rated Amperage at 230V - 3ph 67.0A
460V - 3ph 34.0A
575V - 3ph 27.0A
1000V - 3ph 15.6 A
Standard Discharge 4" male N.PT.
option 6” male N.PT.
option 4” Victaulic
option 6" Victaulic
Weight (less cable) 375 Ibs (170 kg)
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TD120HV 13.0 HP
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Rated HP 13.0 hp / 9.7 kW
RPM 3600
Rated Amperage at 230V - 3ph 32.0A
460V - 3ph 16.0 A

578V - 3ph 13.0 A

1000V - 3ph 7.5 A

Standard Discharge 4” male N.PT.
option 6" male N.PT.

option 4” Victaulic

option 6" Victaulic

Weight (less cable) 198 Ibs (90 kg])



TD210MH 13.0 HP
TD250HH 13.0 HP
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RPM 3600
Rated Amperage at 230V - 3ph 32.0A
460V - 3ph 16.0 A
575V - 3ph 13.0A
1000V - 3ph 7.5A
Standard Discharge 4” male N.PT.
option 6" male N.PT.
option 4" Victaulic
option 6” Victaulic
Weight (less cable) 198 Ibs (90 kg)
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TD140HV 19.0 HP
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Rated HP 18.0 hp / 14.2 kW
RPM 3600
Rated Amperage at 230V - 3ph 46.0 A
460V - 3ph 23.0A
575V - 3ph 18.0A
1000V - 3ph 10.6 A
Standard Discharge 4” male N.PT.
option 6” male N.PT.
option 4” Victaulic
option 6" Victaulic
Weight (less cable) 205 Ibs (93 kg)



TD335HH 19.0 HP
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Rated HP 18.0 hp / 14.2 kW
RPM 3600
Rated Amperage at 230V - 3ph 46.0 A
460V - 3ph 23.0A
575V - 3ph 18.0 A
1000V - 3ph 10.6 A
Standard Discharge 4” male N.PT.
option 6” male N.PT.
option 4” Victaulic
option 6" Victaulic
Weight (less cable) 205 Ibs (93 kg)
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TD350HH 60.0 HP
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Rated HP 60.0 hp / 45.0 kW
RPM 3600
Rated Amperage at 460V - 3ph 68.0 A
575V - 3ph 52.0A
1000V - 3ph 28.0A
Standard Discharge 4” male N.PT.
option 6" male N.PT.
option 4” Victaulic
option 6" Victaulic
Weight (less cable) 625 Ibs (283.5 kg)

*shown with optional stain/ess steel cooling jacket



TD350HH SS 60.0 HP

STAINLESS STEEL
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Rated HP 60.0 hp / 45.0 kW
RPM 3600
Rated Amperage at 460V - 3ph 68.0 A
575V - 3ph 52.0A
1000V - 3ph 28.0A
Standard Discharge 4” male N.PT.
option 6” male N.PT.
option 4” \ictaulic
option 6" Victaulic
Weight (less cable) 720 Ibs (326.5 kg)
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Materials of Construction

SDB5HV
SDB5HV  SD120HV TD120HV
SD100HV SD140HV TD140HV
SD115HH SD210MH TD210MH
Standard SD160HH SD250HH SD150HV  TD250HH
® Option SD180HH SD335HH SD240HH TD335HH TD350HH TD350HH SS

Upper & Lower Seal
Tungsten Carbide

Cast Parts
High Silicone Aluminum

Stator Housing
High Silicone Aluminum
Stainless Steel

Outer Casing

High Silicone Aluminum

Stainless Steel °
Composite °

Motor Shaft
400 Series Stainless Steel

Impeller*
17-4 ph

Lower Diffuser/
Suction Cover
Polyurethane

Diffuser Ring
Polyurethane

Screws/Nuts
Stainless Steel

O-Rings
Nitrile Rubber
Viton Option ° ° ° ° ° °

*Cast iron options available on some models upon inquiry



HEAVY DUTY PUMPS

A Delaware Company
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HEAVY DUTY PUMPS

A Delaware Company

Apex Heavy Duty Pumps, LLC
North American Master Distributor
PO. Box 282
Odessa, DE 19730
Telephone: 302-463-4488
sales@apexhdp.com
apexhdp.com

Your Local Distributor:

APEX HDP, LLC is constantly striving to improve its products
and must therefore reserve the right to change designs,
materials, specifications and price without notice.




